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Multi-Conductor Irrigation Cable
Applications
Very low voltage (< 30 Volts) multi-conductor cable. Ideal for carrying 
power supply from controller terminal strips to electric valves.

Features
• 3, 5, 7, 9 and 13 conductor models
• Single core multi-conductor cable
• Black polyethylene jacket. Thickness: 0.64 mm. Highly resistant to 

mechanical stress, chemicals and moisture
• PE jacket with a nylon rip cord to facilitate stripping
• 0.8 mm2 conductor cross section for any type of residential irrigation 

installation
• Maximum distance between a controller and a valve: 350 m (175 m if 

2 valves)
• Cable Marked “ Rain Bird ”
• 1-meter incremental marking

Models
Select models shown. Review your regional price list for complete 
availability.

• Irricable 3/75: 3 conductors, 75 m drum
• Irricable 3/150: 3 conductors, 150 m drum
• Irricable 5/75: 5 conductors, 75 m drum
• Irricable 5/150: 5 conductors, 150 m drum
• Irricable 7/75: 7 conductors, 75 m drum
• Irricable 7/150: 7 conductors, 150 m drum
• Irricable 9/75: 9 conductors, 75 m drum
• Irricable 13/75: 13 conductors, 75 m drum

Single Conductor Electric Cable
Applications
Very low voltage (< 30V) single conductor cable. Ideal for carrying power 
supply from controllers to decoders or valve-in-head rotors.

Features
• Solid bare copper conductor
• Available in single PE insulation cable
• Cross section : 1.5 mm2

• Thickness : 3 mm.
• Highly resistant to mechanical stress, chemicals, moisture.
• Cable Marked “ Rain Bird ”
• 1-meter incremental marking

Models
Select models shown. Review your regional price list for complete 
availability.

• SI 115: 1 x 1.5 mm2, single PE insulation cable, 500 m drum
• DI 115: 1 x 1.5 mm2, double PVC-PE insulation cable, 500 m drum

Wire Stripper Tool
Applications
Multi-function tool for all standard round cables. For quick, safe and 
precise wire stripping of outer sheathing and wire stripping of inner 
solid and stranded wires.

Features
• No adjustment of cutting depth necessary
• No damage to conductors
• Stripping range : 0,2 - 4.0 mm2

• Radial cutting and stripping (up to 20 cm)in one step
• Additional lengthwise slitter for stripping in excess of 20 cm

Model
Select models shown. Review your regional  
price list for complete availability.

• Wire Stripper

Decoder Cable
Applications
Ideal for use as a power and communications/control cable for
decoder and SiteControl systems.

Features
• 2 Solid bare copper conductors with a PE insulation jacket
• Cross section : 2.5 mm2

Model
Select models shown. Review your regional price list for complete 
availability.

• Decoder Cable 500m drum
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